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The relativistic electron transport induced by an ultra-intense picosecond laser is experimentally investigated
using an x-ray 2D imaging system. Previous studies of the electron beam divergence were based on x-
ray imaging of a fluorescence layer buried at di#erent depths in the target, along the propagation axis. This
technique required several shots to be able to deduce the divergence of the beam. Other experiments produced
single-shot images in a one-dimensional geometry. The present paper describes a new target design producing
a single-shot, two-dimensional image of the electrons propagating in the target. Several characteristics of the
electron beam are extracted and discussed and Monte-Carlo simulations provide a good understanding of the
observed beam shape. The proposed design has proven to be e$cient, reliable, and promising for further
similar studies.

PACS numbers: 52.70.La, 52.70.Nc, 52.38.Kd

I. INTRODUCTION

The concept of fast-ignition (FI)3 applied to Inertial
Confinement Fusion requires a relativistic electron beam
to heat the compressed fuel and ignite the fusion reac-
tions. This beam is generated by a short (picosecond)
ultra-intense and high energy laser pulse interacting with
hot dense matter. Knowledge of the electron beam gen-
eration and transport is of critical importance for the
validation of the fast-ignition scheme. In addition, such
relativistic electron beams are used in several other fields
of physics such as High Energy Density physics (produc-
ing Warm Dense Matter)4,5, particle acceleration6, and
ultra-short high energy x-ray sources7–9.

Many studies have been carried out to understand the
transport of relativistic electrons in solid targets10,11 and
compressed matter12. One-dimensional (along electron
beam propagation axis) measurements13–15 provide use-
ful information on the energy distribution and laser-to-
electron coupling e$ciency but not on divergence fea-
tures. Layered targets16,17 allow an extended charac-
terization of the electron beam, but assume that shots
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with the same laser parameters produce the same elec-
tron beam. This assumption has been found empirically
to be false and the shot-to-shot variation is a large source
of error18.

In this Article, a new target scheme is presented. It
allows a direct measurement of the electron beam shape
on a single shot basis. Thus, this technique avoids the
shot-to-shot uncertainty which is a huge source of errors.
The experimental setup, the target design, and the diag-
nostics are described in section II. The analysis method
is detailed in sections III & IV. Numerical modeling is
provided in section V with the corresponding interpreta-
tion. Finally an overall summary and conclusion is given
in section VI.

II. EXPERIMENTAL SETUP

The experiment was carried out on the Titan laser fa-
cility, providing a 150 J, 0.7 ps pulse at the wavelength
1054 nm, focused on a 10 µm FWHM spot containing ap-
proximately 30% of the total energy. The average laser
intensity within this 10 µm-diameter region was approx-
imately 8 ⇤ 1019 W/cm2. The Amplified Spontaneous
Emission (ASE) level before the main pulse and the pre-
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pulse intensity are reported by Le Pape et al19. It con-
tains typically 10 mJ within 3 ns.

Figure 1. (Color online) Target geometry schematics (a) with-
out or (b) with a gold cone attached to the target edge. Cor-
responding photographs are given on the right-hand-side.

The targets were 600 µm ⇤ 600 µm multilayer foils,
with 20 µm Al, 50 µm Cu and 20 µm Al. The laser,
instead of irradiating the large surface of the target, is
focused on its edge, interacting directly with the copper
layer as illustrated in Fig. 1(a). This feature constitutes
the main di#erence with the usual multilayer target ex-
periments. The Al layers on both sides of the Cu slab
guaranteed that the x-ray signal from the Cu atoms was
not due to surface e#ects. To approach conditions close
to the cone-guided FI scheme, a second type of target
was used, for which an empty gold cone was attached to
the edge of the foil, as displayed in Fig. 1(b). The cones
were 10 µm thick with a 30 µm-wide flat tip and a 30°
opening angle. Note that to prevent light reflection back
into the laser chain, the first kind of targets were slightly
rotated downwards by 14°.

In order to infer the e#ect of electron refluxing inside
the foil, smaller targets, 300 µm ⇤ 300 µm wide, were
also used. This refluxing corresponds to the electrons
being reflected back inside the target when they reach
one of its edges, because of the strong subsequent surface
electric fields20. Smaller targets imply more refluxes for
an electron of a given energy. Then the increased electron
concentration is expected to induce a higher signal level.

The pointing accuracy of the laser was measured to be
less than ±10 µm. In the case of cone-guided targets, a
dedicated back-reflection alignment diagnostic provided
additionnal support.

Among the numerous diagnostics implemented, the
most relevant one for this paper is the two-dimensional
time-integrated x-ray imaging system consisting of a
spherically bent crystal reflecting the Cu K�1 spectral
line emission (8.048 keV x-rays)21,22. The crystal was a
quartz 2131 with an interatomic distance 2d = 3.082Å
and a 380 mm radius of curvature. The x-ray Bragg re-
flection on this curved crystal produces a 7.7-times mag-
nified image with a Bragg angle of 88.7°. The detector

Figure 2. (Color online) Diagnostics layout.

was an imaging plate covered by a 12 µm Al filter. As
shown in Fig. 2, this diagnostic was aligned for a trans-
verse point of view i.e. side-on view. In our regime, most
of the collected x-ray signal is due to K-shell electron-
impact ionization. The suprathermal electrons generated
in the laser interaction region e$ciently ionize the Cu
atoms in the K-shell, and a subsequent atomic transition
emits a K� photon. Therefore, the measured intensity of
the Cu K� spectral line is a direct signature of fast elec-
trons propagating into the target bulk. The inner-shell
ionization probability is quantified by the corresponding
cross-section23. The resulting emission is significant for
electrons energies of 20 keV or higher. Consequently, the
thermal electron population is not detected by this in-
strument.

Bremsstrahlung spectrometers18 can also provide use-
ful information about the electron beam energy distri-
bution and shape. They consist of a stack of filters and
imaging plates aligned towards the target, as shown in
Fig. 2. The hard x-ray bremsstrahlung emission is suc-
cessively attenuated by those filters and its energy is de-
posited in the di#erent imaging plates. As the absorp-
tion for each filter is known, it is possible to determine
the bremsstrahlung spectrum of the relativistic electron
beam and thus infer the electron energy distribution.
One bremsstrahlung spectrometer was used here to mea-
sure this electron energy spectrum. It was situated at
the back of the target, at a 16° angle with the laser axis.

III. X-RAY IMAGES ANALYSIS

Fig. 3(a) shows a sample image from the two-
dimensional x-ray imager. A bright spot originates from
the laser interaction position, and shows that a fast elec-
tron beam is penetrating into the dense target up to at
least 150 µm. To get rid of the distortion due to the
viewing angle (40° down from the equator plane), the
image is reshaped as shown in Fig. 3(b). More precisely,
we firstly apply a shear transformation to account for
the target 14° rotation, thus resulting in a rectangular
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image. Then, a vertical scaling compensates the inclina-
tion angle of the diagnostic, and produces the expected
square-shaped image.

Note that, on the same images, a bright line is visible
along the bottom edge of the target. This is simply due to
the viewing angle of the detecting system: on that edge,
the Cu layer is not covered by the Al foil. Thus, with-
out any absorption from this Al foil, the signal appears
brighter.

Figure 3. (Color online) Side-view x-ray image of a 600 �
600 µm target without cone, raw (a) or reshaped (b). The
arrow indicates the incoming laser direction.

Typical results obtained during this experiment are
displayed in Fig. 4. Each shot was repeated in or-
der to check its consistency. The width of the elec-
tron beam close to the laser interaction region is about
100 µm, in agreement with the standard layered targets
measurements16. At first sight, we can see that the cone-
guided targets yield a broader, less intense bright spot,
but with a slightly higher background signal. The smaller
targets present a much higher bulk signal level for an
equal spot brigthness, which can be attributed to the
electron refluxing.

Figure 4. (Color online) Typical images obtained without
(a, b) or with (c, d) cone. (b) and (d) correspond to the
smaller targets. The laser comes from the left-hand side and
the color scale is in arbitrary units, although identical for all
the displayed images.

Important data can be extracted from the experimen-
tal images, such as the penetration depth and the beam
divergence which are the most useful ones for understand-
ing electron transport. First of all, let us define the co-
ordinate system describing the electron beam. Let x be

the axis of the laser and y the perpendicular one. The
origin (0, 0) is taken to be the center of the laser spot on
the Cu edge.

Figure 5. (Color online) Illustration of the two di✓erent meth-
ods to analyse the same data, (a) as in layered targets exper-
iments and (b) as in the present report.

Let us first consider the standard analysis carried out
in multilayered target experiments16. As illustrated in
Fig. 5(a), it consists of taking the signal contained in a
slice located at the depth x0 and measuring the result-
ing spot FWHM �y. For di#erent depths x0, the spot
diameter �y varies. The corresponding slope gives an
angle which is often said to be related to the beam diver-
gence17. Yet assigning this slope to an actual divergence
is questionable as the measured angle is actually not sim-
ply related to the electron beam shape. To show this, let
us assume an isotropic hot electron source. The fast-
electron density nh(x, y) is then only a function of the
radius r =

⇤
x2 + y2 and can be written nh(r). We can

take the example nh(r) ⌃ r�2. In the case of a fluorescent
layer at the position x0 inside the target, the K� spot
intensity is described by I(y) ⌃ nh(x0, y) ⌃ (x2

0 + y2)�1

if the ionization cross-section does not depend much on
the electron velocity. The spot diameter is the solution
of I(�y/2) = I(0)/2. We readily obtain �y = 2x0

hence yielding a 45° half-opening angle. Recalling that
this value was obtained assuming an isotropic electron
beam, we have just shown that a simple measurement of
a given ”divergence” angle in a layered target cannot be
easily linked to a beam propagating preferentially in one
direction. We have therefore demonstrated that this pro-
cedure is not suited to accessing the angular properties
of highly divergent electron beams, and thus should be
avoided here.

An alternate analysis, illustrated in Fig. 5(b), can be
employed to interpret correctly the experimental data. If
the electron beam is isotropic, we can describe the K�

images only using the radius r. The time-integrated in-
tensity would be written as I(r/L) where L is a typical
distance. However, one can imagine that the laser accel-
erates electrons preferentially along its propagation axis.
In other words, the typical depth L should be larger along
the laser axis than in the other directions. This quantity
L must consequently depend on the angle coordinate ⇤
defined as tan ⇤ = y/x. Finally, an adequate expres-
sion of the signal intensity, using the polar coordinates
(r, ⇤), is I(r/L(⇤)). Note that we implicitly supposed dis-
tances r much larger than the laser spot size. In order to

McLean, Harry S.
LLNL-JRNL-482512



4

analyse the experimental data, we must assume an ana-
lytical expression for the two functions I(r/L) and L(⇤).
For the former, the expression I(r/L) = I0 exp(�r/L)
was found to be a good approximation of the experi-
mental results. For the latter, the images from Fig. 4
show beams close to isotropic ones. Consequently we
can choose a slowly varying depth vs angle, for example
L(⇤) = L0(1 � � sin2 ⇤) where � is a parameter deter-
mining the isotropy of the beam. Finally, an adequate
approximation of the image in polar coordinates is

I(r, ⇤) = I0 exp

�
�r/L0

1� � sin2 ⇤

⇥
. (1)

To get a clearer idea of this beam shape, we can observe
that the parameter � is equal to 0 for an isotropic beam,
positive for a beam directed along the laser direction,
and negative otherwise. Equivalently, one can define the
more comprehensive parameter ⇥ as the ratio between
the forward typical depth L(0°) and the perpendicular
typical depth L(90°). It translates into

⇥ =
L(0°)
L(90°)

=
1

1� �
.

This parameter is equal to 1 for an isotropic beam,
greater than 1 for a cigar-shaped beam, and less than
1 for a pancake-shaped beam.

Figure 6. (Color online) Results of the images analysis. The
red squares and yellow triangles designate respectively the
targets without and with cones.

Each experimental image was successfully fitted with
the ansatz from Eq. (1) using the three fit parameters
I0, L0 and �. The corresponding results are displayed
in Fig. 6. The typical penetration depth is found to be
about 70 µm, and slightly higher using cones. Surpris-
ingly, small targets show a halved value, but this point
will be discussed further. The anisotropy parameter ⇥
is always above 1 without cones. As expected, it corre-
sponds to an electron beam preferentially directed along
the laser axis. But for targets with cones, ⇥ is lower and
even below 1. It means that electrons seem to go further
when they are going perpendicularly to the laser axis, as
suggested by the images from Fig. 4.

Obviously, this analysis does not rely on any assump-
tion concerning the fast electron transport physics. Its
aim is simply to provide better measured parameters
than the usual layered targets divergence measurements.
In order to extract physical phenomena, numerical sim-
ulations are needed.

IV. HARD X-RAY SPECTRA ANALYSIS

Running electron transport simulations requires
knowledge of the input hot-electron-beam divergence and
energy distribution. To this goal, the bremsstrahlung
spectrometers data was analysed. The analysis method
for this diagnostic is reported by Chen et al18. It consists
of modeling the electron stopping and bremsstrahlung
emission using a collisional Monte-Carlo code. By as-
suming an exponential energy distribution dN/dE =
(N0/T0) exp (�E/T0), the total number of electrons N0

and their temperature T0 can be inferred by finding the
best fit to the experimental spectra. Note that, for
a better agreement with the experimental results, the
sum of two distinct exponential distributions was used:
dN/dE = (N0/T0) exp (�E/T0)+(N1/T1) exp (�E/T1).

Figure 7. Measured electron spectrum (gray area). The
dashed line is the input spectrum used in section V.

While the targets used in this analysis are not identical
to the targets described in the present paper, we do not
expect the electron spectrum to be significantly modified,
as only the surface conditions and the laser characteris-
tics determine electron acceleration. The complete pro-
cess is described in a separate, forthcoming publication.
We present here the results relevant to our case. The best
fitting range of electron energy distributions is displayed
in Fig. 7 as a gray area. This spectrum is composed
of exponential distributions with temperatures typically
between 0.5 and 3 MeV. This measurement is used in the
next section to compute the electron transport and K�

images.
Note that, as the estimated electron energy spectrum

is calculated for cone-free targets, it does not takes into
account the modified surface conditions of cone-guided
targets, and thus might not be valid in this case.
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V. K� IMAGES COMPUTATION

In order to reproduce numerically the K� images, we
used the Calder-MC Monte-Carlo code24. It includes
time-resolved K� computation with the ionization cross-
section from Hombourger25 and the fluorescence yield
from Bambynek26. Electromagnetic fields are not taken
into account. The target and the transport are fully
three-dimensional. Multiple scattering and slowing down
are computed within a 2 fs timestep for a few 105 macro-
particles, in both the Al and Cu parts. The total duration
of the simulations is 10 ps, and we verified the negligible
contribution to the total K� emission of the remaining
electrons at the end of the simulation.

The input electron spectrum is composed of two ex-
ponential distributions, as indicated by the hard x-ray
spectrometers. Within the measured range from Fig.
7, the dashed line represents the chosen input electron
spectrum. The two exponential distributions are defined
by the total numbers of electrons N0 = 8 · 1013 and
N1 = 3 · 1013 and the temperatures T0 = 700 keV and
T1 = 3 MeV, respectively. The input electron divergence
is represented by a gaussian angle distribution with a half
opening angle ⇤0 at half-maximum. In order to account
for the refluxing, these electrons are specularly reflected
when they reach any surface of the target.

A typical result is displayed in Fig. 8(a) for ⇤0 = 45°.
This computed x-ray image takes into account the opac-
ity of Cu and Al for cold matter. The resulting K� spot
radius turns out to be much smaller than the measured
one (Fig. 4(a)). Indeed, the depth L0 is about 20 µm
instead of the measured 70 µm. In order to explain this
significant di#erence, we tried several improvements to
the K� computation.

Figure 8. (Color online) Simulated K� images (a) without
preplasma, (b) with a 10 µm preplasma and (c) with a 50
µm preplasma. The input half-opening divergence angle is
�0 = 45°.

As calculated by Akli et al.22, a high target tempera-
ture changes the atomic electron screening potential. As
a result, the K� lines are eventually blue-shifted outside
the detector range. This implies a decreasing signal with
increasing temperature. Thus, the hot and bright x-ray
spot should emit less signal. In addition, the subsequent
vacancies in the L-shell produce a bound-bound opacity
for the same K� photons. Both e#ects were estimated us-
ing the atomic code FLYCHK27. Those predicted opac-
ity and emissivity variations with temperature were ac-
counted for in the Calder-MC code. However, the result-

ing K� spot shape was not modified significantly because
the heated region was not large enough. Indeed, only the
first 5 µm are heated above 200 eV. From the detector
point of view, this volume is hidden behind 25 µm of solid
copper (70% opaque). The temperature gradient is not
close enough to the target aluminium surface to have a
significant e#ect.

The main cause for the large measured spot size is
found to be a simple geometrical e#ect. The preplasma
is expected to extend a few tens of microns in front of the
target surface, thus modifying the electron source28. Ac-
cording to hydrodynamic simulations using the HYDRA
code29, with the measured 2.3 ns pedestal containing 17
mJ, the interaction region occurs 5 to 10 µm before the
solid target surface. Furthermore, no x-ray emission can
be detected from the preplasma as its density is too low
and its temperature is too high (the K� lines are spec-
trally shifted outside the detector range). Consequently,
the electron source has to be manually shifted by ⇧10
µm in the code. The corresponding result is given in
Fig. 8(b) for a divergence half-angle ⇤0 = 45°. The spot
size, now typically 45 µm long and with the anisotropy
parameter ⇥ = 1.3, fits better the experimental results.
The electron beam, created away from the front surface,
expands and slightly fades out before reaching the dense
Cu plasma. This shows how important the preplasma
size is in understanding x-ray images results. However,
the experimental size of 70 µm is still not completely ex-
plained by those simulations. But the fields present in
the preplasma will clearly play an important role. This
was not taken into account here, and we can expect an
increased spot size.

The role of the preplasma size is even clearer in the
case of a cone-guided target, as evidenced in previous
experiments with the support of PIC simulations30,31.
The HYDRA simulations show that the critical density
is reached 50 µm before the solid density Cu, when a
gold cone is attached to the target. In this case, the
simulations lead to the x-ray image of Fig. 8(c), corre-
sponding to the parameters L0 = 75µm and ⇥ = 0.9.
This agrees with the measurements shown in Fig. 6. It
implies that the strongly diverging shape observed us-
ing cone-guided targets is mainly an artefact caused by
the preplasma size. One should note that the preplasma-
induced displacement of the source may not be the only
e#ect on the observed electron beam shape. For instance,
electromagnetic fields arising in the preplasma density
gradient as well as corrugation of the gold surface can
significantly modify the electron beam initial divergence.
These e#ects cannot be reproduced with the presented
simulations, and are beyond the scope of this paper.

As the simulated images are now in good agreement
with the experimental ones, we can vary the diver-
gence of the electron beam in order to check its influ-
ence on the K� spot shape. Several values of ⇤0 were
tested and found to strongly modify the spot anisotropy.
For instance, an input divergence ⇤0 = 30° lead to an
anisotropy ⇥ = 1.6, instead of 1.3 for ⇤0 = 45°. Con-
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sequently, the measured value of ⇥ is closely related to
the electron beam divergence. In our case, we obtained
the half-opening angle ⇤0 = 40 ± 10° for the best agree-
ment with the experimental results, for both cone-free or
cone-guided targets..

Figure 9. (Color online) Simulated fraction of the K� emission
produced by electrons initially faster than 1 MeV.

Let us now consider the electron energy spectrum.
Most of theMany electrons are slower than a few hun-
dred keV. This implies that the imaging diagnostic will
mostlyalso detect the low energy (say � 1 MeV) part
of the electron spectrum. In order to estimate this
e#ectcontribution, Fig. 9 plots the fraction of K� pho-
tons created by electrons initially faster than 1 MeV. Far
from the interaction region, most of the detected signal
comes from the fastest electrons. The bright K� spot
is mostly created by slower electrons, but Even within
the bright K� spot, a significant part of the signal (30
% to 70%) is due to the high energy electrons. Overall,
the spot size is a combination of di#erent electron energy
components. The slowest electrons quickly take the form
of an isotropic beam, causing the wide spot observed.
The fastest electrons appear less influenced by collisional
scattering, thus less divergent.

The contribution of the high energy part of the electron
spectrum is confirmed by another feature. The uniform
background signal level appeared significantly higher us-
ing reduced-size targets. The same behaviour was nu-
merically reproduced, the electron refluxing being repre-
sented as a specular reflection at the target surface. The
small targets exhibit a 5 times higher background signal
than the large targets. This confirms the presence of a
high energy component in the electron spectrum.

VI. CONCLUSION

The new target design presented in this article proved
very e#ective in measuring the electron beam divergence.
The experimental measurements have been interpreted
by means of Monte-Carlo simulations.

Three features appeared significant for understanding
the beam shape. Firstly, the electron refluxing at the
target boundaries explained the high background signal
level observed with small targets. Secondly, the slower
electrons (typically < 1 MeV) undergo strong collisional

e#ects inside the dense copper. Thus they quickly take
the form of a quasi-isotropic beam. It explains why val-
ues of ⇥ about 1.2 were obtained even though it seems
to be rather low compared to the expected better col-
limation of the electron beam. Finally, the preplasma
extension has to be included to reproduce correctly the
beam shape. Indeed, cone-guided targets seemed to pro-
duce a strongly divergent electron beam. Simulations
indicate that it is mostly a geometrical artefact due to
the source being situated a few tens of microns outside
the Cu target. Additional features are yet to be added
to these simulations (as fields, a full preplasma shape,
or a more realistic refluxing) for more precision on the
observed results.

For a more complete understanding of the electron
transport in solid targets, collisionless e#ects will be in-
cluded in future studies. Using extended sets of experi-
mental and numerical data, the influence of collective be-
haviours can be addressed. For example, magnetic fields
arise from the current density gradients. In the present
case, the current is not intense enough to generate a sig-
nificant magnetic field deep inside the target. We do not
expect it to modifiy greatly the overall electron beam
shape, although it could be proved wrong with di#erent
conditions. Another collective feature to be studied is
the electron slowing down caused by the return current
energy loss via the Joule e#ect. This could change the
stopping power value close to the electron source, and in-
duce slight changes in the overall results. Di#erent target
or laser conditions could highlight these e#ects.

Overall, the electron beam anisotropy and penetration
depth have been well characterised using a simple fitting
function. This shape has been reproduced using a Monte-
Carlo code. The uniform intensity around the bright spot
is due to higher energy electrons refluxing through the
whole target, confirmed by the hard x-ray spectrometers.
Most importantly, the input electron beam divergence
significantly modified the observedcomputed x-ray spot
shape, thus potentially leading to an absolute divergence
measurement.

This new kind of solid- targets geometry, used to mea-
sure two-dimensional fast-electron transport features,
thus proved very e$cient. Compared to multilayer
targets16,17, which often exhibit a strong shot-to-shot
variation, single-shot measurements provide more pre-
cise data with a limited number of laser shots. Finally,
these targets are an important step towards a better un-
derstanding of laser-induced electron transport in dense
matter. These results lead the way for future studies
aimed at assessing the influencemeasuring the electron
divergence as a function of the target size and composi-
tion as well as the laser parameters or electromagnetic
fields strength. One can also imagine more general stud-
ies, with possible use of heating or compressing lasers
in order to reach extreme states of matter closer to the
fast-ignition conditions.
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